
FB TYPE DOUBLE SHUT-OFF QUICK COUPLING

E-12

FOR JACK USE
Model 03
Size 3/8"

Material Carbon Steel
Connection

method
Socket Male screw [M] 
Plug Female screw [F] 

Max. working pressure

1000
98

14223
980

(kgf/cm2)
(MPa)
(psi)
(bar)

Seal material: 
Working 

temperature range

Standard NBR: -20OC ~ +80OC (-4OF ~ +176OF) 

Optional VITON: -20OC ~ +180OC (-4OF ~ +356OF) 

Applicable fluid Hydraulic Oil / Air / Water / Vacuum

Use
Hydraulic machine, Construction machinery, 

Agricultural machinery, Hydraulic hand tools(Suitable 
non-corrosion fluid)

Double Shut-off

Computer
No

Product
Sign

Dimension   (mm)
Ls D Cs A T T1

A8105FBMA 03SM 72 34.5 Ø29.8*6HEX*26D 14.3 PT3/8"19P M30*P1.5

A8105FBMA 03SMN 72 35.5 Ø29.8*6HEX*26D 14.3 NPT3/8"18P 1-3/16*16P

Computer
No

Product
Sign

Dimension   (mm)
Lp C Cp A T T1

A8105FBMA 03PF 40 16 Ø35.5*6HEX*32D 17.1 PT3/8"19P M30*P1.5

A8105FBMA 03PFN 40 16 Ø35.5*6HEX*32D 17.1 NPT3/8"18P 1-3/16*16P


